"Laminated Siding Panels Having Preselected Colors' 
Inventor Regelski et al.; Alcoa Ref. 02-2497 




Laminated Siding Panels Having Preselected Colors 1 ' 
Inventor Regelski et al.; Alcoa Ref. 02-2497 



Figure 2 



Liquid 
Coating 
(Plastisol) 

I 

Coating Station 
(Apply to moving 
web-metal 
or paper) 

'k 

Fusion 
Oven 

sk 

Cool Coated 
Stock + Strip 
From Web 

~k 

Cut-to-Width 
+ 

Wind on Paper 
Cores 

i 

Ship to 

Laminator 

J/ 

Laminate Film 
to 

PVC Substrate 



370002-00080 





FIG. 5 



370002-00080 

4/5 



338 368 

FIG. 6 



"^534 



338 372 368 342 
^^^ ^ ^^^^^^^ 

FIG. 7 334 



APPLY FIRST 
COLORING MATERIAL 



INITIAL CURING 
OF FIRST 
COLORING MATERIAL 



-384 



-388 



APPLY SECOND [^-392 
COLORING MATERIAL 



PERFORM CURING k"396 
OPERATION ON FIRST 

AND SECOND 
COLORING MATERIALS 



FIG. 8 



370002-00080 



5/5 



INITIAL CURING 
OF FIRST 
COLORING MATERIAL 



APPLY FIRST 
COLORING MATERIAL 



—384 



338 
334 W 



-388 



PERFORM CURING 
OPERATION ON FIRST 

AND SECOND 
COLORING MATERIALS 



APPLY SECOND 
COLORING MATERIAL 



-392 



FIG. 9 



T°7 



■396 





